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(b) Prohibited combinations. (1) A turn
signal lamp must not be combined opti-
cally with either a head lamp or other
lighting device or combination of light-
ing devices that produces a greater in-
tensity of light than the turn signal
lamp.

(2) A turn signal lamp must not be
combined optically with a stop lamp
unless the stop lamp function is always
deactivated when the turn signal func-
tion is activated.

(3) A clearance lamp must not be
combined optically with a tail lamp or
identification lamp.

[39 FR 26908, July 24, 1974]

§393.23 Power supply for lamps.

All required lamps must be powered
by the electrical system of the motor
vehicle with the exception of battery
powered lamps used on projecting
loads.

[70 FR 48046, Aug. 15, 2005]

§393.24 Requirements for head lamps,
auxiliary driving lamps and front
fog lamps.

(a) Headlamps. Every bus, truck and
truck tractor shall be equipped with
headlamps as required by §393.11(a).
The headlamps shall provide an upper
and lower beam distribution of light,
selectable at the driver’s will and be
steady-burning. The headlamps shall be
marked in accordance with FMVSS No.
108. Auxiliary driving lamps and/or
front fog lamps may not be used to sat-
isfy the requirements of this para-
graph.

(b) Auxiliary driving lamps and front
fog lamps. Commercial motor vehicles
may be equipped with auxiliary driving
lamps and/or front fog lamps for use in
conjunction with, but not in lieu of the
required headlamps. Auxiliary driving
lamps shall meet SAE Standard J581
Auxiliary Upper Beam Lamps, July
2004, and front fog lamps shall meet
SAE Standard J583 Front Fog Lamp,
August 2004. (See §393.7 for information
on the incorporation by reference and
availability of these documents.)

(c) Mounting. Headlamps shall be
mounted and aimable in accordance
with FMVSS No. 108. Auxiliary driving
lamps and front fog lamps shall be
mounted so that the beams are aimable

§393.25

and the mounting shall prevent the
aim of the lighting device from being
disturbed while the vehicle is operating
on public roads.

(d) Aiming. Headlamps, auxiliary
driving lamps and front fog lamps shall
be aimed to meet the aiming specifica-
tions in FMVSS No. 108 (49 CFR
571.108), SAE Jb81, and SAE J583, re-
spectively.

[70 FR 48046, Aug. 15, 2005]

§393.25 Requirements for lamps other
than head lamps.

(a) Mounting. All lamps shall be se-
curely mounted on a rigid part of the
vehicle. Temporary lamps must be se-
curely mounted to the load and are not
required to be mounted to a permanent
part of the vehicle.

(b) Visibility. Each lamp shall be lo-
cated so that it meets the visibility re-
quirements specified by FMVSS No. 108
in effect at the time of manufacture of
the vehicle. Vehicles which were not
subject to FMVSS No. 108 at the time
of manufacture shall have each lamp
located so that it meets the visibility
requirements specified in the SAE
standards listed in paragraph (c) of this
section. If motor vehicle equipment
(e.g., mirrors, snow plows, wrecker
booms, backhoes, and winches) pre-
vents compliance with this paragraph
by any required lamp, an auxiliary
lamp or device meeting the require-
ments of this paragraph shall be pro-
vided. This shall not be construed to
apply to lamps on one unit which are
obscured by another unit of a combina-
tion of vehicles.

(c) Specifications. All required lamps
(except marker lamps on projecting
loads, lamps which are temporarily at-
tached to vehicles transported in
driveaway-towaway operations, and
lamps on converter dollies and pole
trailers) on vehicles manufactured on
or after December 25, 1968, shall, at a
minimum, meet the applicable require-
ments of FMVSS No. 108 in effect on
the date of manufacture of the vehicle.
Marker lamps on projecting loads, all
lamps which are temporarily attached
to vehicles transported in driveaway-
towaway operations, and all lamps on
converter dollies and pole trailers must
meet the following applicable SAE
standards: J586—Stop Lamps for Use on
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